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The rear shock absorber sprin-pre-load s ad-
justable to compensate for rider, load, riding
style and. road conditions. The adjlistment
can bo performed jn fiva positions, To
change the spring pre-load setting, placa the
motorcycle on the side or center stand. Us-
ing 3 sordw- diiver of rod, twist the spring
tensaion ring ta the desired position. Position

.1 |} provides tha softest-spring tensian and
position (V) provides the stiffest.

Thig motarcycle is delivered from the fac-

tory-withits adjuster zet on tha (Il position.

—

‘He suce to adjust the springs of tha twe
phzorbers aqually. . Making one spring
stiffer than the other disturbs ‘the runn-
ing stability of the machine.

" FRONT WHEEL REMOVAL _
(11 Place” the motorcycle on the . center
stand.. ' e

2 egiter pin that locks the ax-
Is niut{ 3 pinto positions, ther locsen the

Lift the front end-of the motorcycls up
-ard place a jask or-a block under the
“gngine or chassis tubos.

Draw out the axle. -

Slide the front wheei forwarg. To

reinstall thewheel assambly reversa the

sequéence as describad,
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1f the front wheel has to he ramoved, It is
very important to have the lnosaned puts
and bolts torguad to the praper specifiea-
| tipng. We suggest thet you have this per-
i formed by an authorized Suzuki Dealer.

CAUTION: T I

Before tightening the axle “hplder in

* . box so that the cablg is routed smoathly
+" without dn axcessive bent. This will align

_ the spepdometer cadle properly when in-
‘| stalled. To secure the axle propetly, the .
‘. axla holder should be tightened dovwn so:
that the gap on each side of the cap is
ehual, : ;

—

CAUTION: - D

Never &queaze the froint hrake lever with .
the front wheel removed. It is very dif-
ficult to force the pads back into tha
caliper assembly and brake fluid laakage

placa, locats the speadometer drive gear- |

| may ‘result.
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