
safe drive
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st road accidents are caused by the
ver’s lack of experience.
VER lend the vehicle to beginners and,

any case, make sure that the driver has
the requirements for driving.
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To drive the vehicle it is necessary to be in
possession of all the requirements pre-
scribed by law (driving licence, minimum
age, psychophysical ability, insurance,
state taxes, vehicle registration, number
plate, etc.).
Gradually get to know the vehicle by driv-
ing it first in areas with low traffic and/or pri-
vate areas.

The use of medicins, alcohol and drugs or
psychotropic substances notably increases
the risk of accidents.
Be sure that you are in good psychophysi-
cal conditions and fit for driving and pay
particular attention to physical weariness
and drowsiness.

Mo
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Always drive with both hands on the han-
dlebars and both feet on the footrests (or
on the rider’s footboards), in the correct
driving posture.

Avoid standing up or stretching your limbs
while driving.
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Rigorously observe all road signs and na-
tional and local road regulations.
Avoid abrupt movements that can be dan-
gerous for yourself and other people (for
example: rearing up on the back wheel,
speeding, etc.), and give due consideration
to the road surface, visibility and other driv-
ing conditions.

Avoid obstacles that could damage the ve-
hicle or make you lose control.
Avoid riding in the slipstream created by
preceding vehicles in order to increase
your speed.



he vehicle has been involved in an acci-
nt, make sure that no damage has oc-
rred to the control levers, pipes, wires,
king system and vital parts.
ecessary, have the vehicle inspected by
 aprilia Official Dealer, who should care-
y check the frame, handlebars, suspen-
ns, safety parts and all the devices that
 cannot check by yourself.
ays remember to report any malfunc-
 to the technicians to help them in their

rk.

ver use the vehicle when the amount of
mage it has suffered endangers your
ety.
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COOLER
OIL

The driver should pay attention and avoid
distractions caused by people, things and
movements (never smoke, eat, drink, read,
etc.) while driving.

Use only the vehicle’s specific fuels and lu-
bricants indicated in the “LUBRICANT
CHART”; check the oil, fuel and coolant
levels regularly.
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��	����

Before starting, always wear a correctly
fastened crash helmet. Make sure that it is
homologated, in good shape, of the right
size and that the visor is clean.

Wear protective clothing, preferably in light
and/or reflecting colours. In this way you
will make yourself more visible to the other
drivers, thus notably reducing the risk of
being knocked down, and you will be more
protected in case of fall.

This clothing should be very tight-fitting
and fastened at the wrists and ankles.
Strings, belts and ties should not be hang-
ing loose; prevent these and other objects
from interfering with driving by getting en-
tangled with moving parts or driving mech-
anisms.
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ONLY ORIGINALS

Never change the position, inclination or
colour of: number plate, direction indica-
tors, lights and horns.
Any modification of the vehicle will result in
the invalidity of the guarantee.

Any modification of the vehicle and/or the
removal of original components can com-
promise vehicle performance levels and
safety or even make it illegal.

We recommend respecting all regulations
and national and local provisions regarding
the equipment of the vehicle.

In particular, avoid all modifications that in-
crease the vehicle’s performance levels or
alter its original characteristics.

Never race with other vehicles.
Avoid off-road driving.

A12
345



ke sure that the equipment is well fas-
ed to the vehicle and not dangerous

ring driving. Do not install electrical de-
es and do not modify those already ex-
ing to avoid electrical overloads, be-
use the vehicle could suddenly stop or
re could be a dangerous current short-
e in the horn and in the lights. aprilia
ommends the use of genuine accesso-

s (aprilia genuine accessories).

��

 careful and moderate when loading
r luggage. Keep any luggage loaded as

se as possible to the centre of the vehi-
 and distribute the load uniformly on
th sides, in order to reduce imbalance to
 minimum. Furthermore, make sure that
 load is firmly secured to the vehicle, es-

cially during long trips.
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Do not keep objects that can be dangerous
in case of fall, for example pointed objects
like keys, pens, glass vials etc. in your
pockets (the same recommendations also
apply to passengers).

�����������

The owner of the vehicle is responsible for
the choice, installation and use of any ac-
cessory.
Avoid installing accessories that cover
horns or lights or that could impair their
functions, limit the suspension stroke and
the steering angle, hamper the operation of
the controls and reduce the distance from
the ground and the angle of inclination in
turns.
Avoid using accessories that hamper ac-
cess to the controls, since this can prolong
reaction times during an emergency.
Large fairings and windscreens assembled
on the vehicle can produce aerodynamic
forces capable of compromising the stabili-
ty of the vehicle while driving.

Ma
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KG!

Do not exceed the maximum load allowed
for each side-bag.
When the vehicle is overloaded, its stability
and its manoeuvrability can be compro-
mised.
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Avoid hanging bulky, heavy and/or danger-
ous objects on the handlebars, mudguards
and forks, because the vehicle might re-
spond more slowly in turns and its ma-
noeuvrability could be unavoidably im-
paired.
Do not place bags that are too bulky on the
vehicle sides and do not ride with the crash
helmet hanging from its string, because it
could hit people or obstacles making you
lose control of the vehicle.

Do not carry any bag if it is not tightly se-
cured to the vehicle.
Do not carry bags which protrude too much
from the luggage rack or which cover the
lights, horn or indicators.
Do not carry animals or children on the
glove compartment or on the luggage rack.
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adlight
ft rear-view mirror
utch fluid reservoir
el tank
gine oil tank cap
ttery

der saddle
love/tool kit compartment lock

9) Passenger left foo
(snapping, closed

10) Passenger grab r
11) Drive chain
12) Rear fork
13) Rider left footrest

(with spring, alwa
14) Side stand

hifting lever
ngine oil filter
ngine oil tank
ngine oil level
orn
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1) He
2) Le
3) Cl
4) Fu
5) En
6) Ba
7) Ri
8) G
trest 
/open)
ail

 
ys open) 

15) S
16) E
17) E
18) E
19) H
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ear light
love/tool kit compartment
assenger seat 

alternatively: glove/tool kit compart-
ent cover)
lectronic unit 
ain fuse carrier (30 A)
ear brake fluid tank

7) Fuel tank plug
8) Coolant expan
9) Air cleaner

10) Front brake flu
11) Right rear-vie
12) Secondary fus
13) Coolant level
14) Expansion tan

5) Rear brake pump
6) Rear brake control lever
7) Rider right footrest 

(with spring, always open)
8) Rear shock absorber
9) Passenger right footrest 

(snapping, closed/open)
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2) G
3) P

(
m

4) E
5) M
6) R
sion tank cap

id tank
w mirror
e carrier (15 A)

k
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�������	����	������	�����	�����	���

ition switch/steering lock (� - � - � )
d start lever (�)
mer switch (� - � )
ction indicator switch (� )
n push button (� )
ht switch (	 - 
 - • ) (not provided for �)
h beam signaller push button (� ) LAP push button (multifunction

ndicators

 (�)
h (� - �)
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1) Ign
2) Col
3) Dim
4) Dire
5) Hor
6) Lig
7) Hig
 )

8) Clutch lever
9) Instruments and i

10) Front brake lever
11) Throttle grip
12) Start push button
13) Engine stop switc
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reen direction indicator warning light (� )
lue high beam warning light (� ) 
evolution counter
rogrammable red line warning light LED ( max ) 
mber low fuel warning light () 
mber “side stand down” warning light ( � ) 

 digital display (coolant temperature - clock
chronometer - diagnostic)
ssure warning light LED (� ) 
cator warning light (� ) 
puter programming push buttons
digital display (speedometer - odometer)

�	�����	������������	���
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��

1) G
2) B
3) R
4) P
5) A
6) A

��
7) Right multifunction
- battery voltage - 

8) Red engine oil pre
9) Green neutral indi

10) Multifunction com
11) Left multifunction 



the headlight signaller is operated.

minute.
 max. speed rate, see p. 49 (RUNNING-

ed, see p. 20 (SETTING THE RED LINE

ing is confirmed, see p. 20 (SETTING THE
)) and whenever the ignition key is rotated
ULTIFUNCTION COMPUTER).

bout 4.5 ± 1 �.

 (FUEL).

 position “�”, thus testing the correct ope-

ct an aprilia Official Dealer. 

 warning light LED “�” comes on du-
n of the engine, this means that the en-

tact an ������� Official Dealer.
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Description Function
Direction indicator warning light � Blinks when the direction indicators are on.

High beam warning light � Comes on when the high beam bulbs are on or when 

Revolution counter  rpm
Indicates the number of revolutions of the engine per 

Never exceed the engine
IN).

Programmable red line
warning light LED max

Blinks when the max. rpm set by the user is reach
THRESHOLD (WITH ENGINE OFF ONLY)).

It comes on when the engine max. rpm threshold sett
RED LINE THRESHOLD (WITH ENGINE OFF ONLY
to position “�”, for about three seconds, see p. 18 (M

Low fuel warning light 
Comes on when the quantity of fuel left in the tank is a

In this case, top up as soon as possible, see p. 30
Side stand down warning light � Comes on when the side stand is down.

Engine oil pressure
warning light LED �

Comes on, whenever the ignition switch is brought to
ration of the LED.

If the light LED does not come on in this phase, conta

If the engine oil pressure
ring the normal operatio

gine oil pressure in the circuit is insufficient.

In this case, stop the engine immediately and con

Neutral indicator warning light � Comes on when the gear is in neutral.

�CAUTION

�CAUTION
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ing speed (in kilometres or
NCTION COMPUTER).

To alternate the 
data displayed, 
see p. 18 
(MULTIFUNC-
TION COMPU-
TER).

iles covered.

e, see p. 18 (MULTIFUN-

ndicated, stop the engine

on switch to position
 fans would stop inde-
his case the tempera-

and let the engine run at
owing the coolant to cir-
ine stop switch to posi-
OOLANT). 
lant level has been che-

d temperature (120°C -
he engine may be se-

etting, see p. 18 (MULTI-

TION COMPUTER).

tting, see p. 18 (MULTI-

 “�”, the writing “���” ” is displayed for

displayed during the normal operation
ns that the electronic unit has detect-
ps running with reduced performance
Dealer.
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Multifunction
digital display
(left side)

Speedometer 
(km/h - MPH)

Indicates the instantaneous, average or maximum driv
miles) according to the presetting, see p. 18 (MULTIFU

Odometer (km - mi) Indicates the partial or total number of kilometres or m

Multifunction
digital display
(right side)

Coolant 
temperature 
(°C / °F) �

Indicates the temperature of the coolant in the engin
CTION COMPUTER). 

If a temperature of 115 ÷ 120 °C (239 ÷ 248 °F) is i
and check the coolant level, see p. 36 (COOLANT).

Do not turn the igniti
“�”, since the cooling

pendently of the coolant temperature and in t
ture would increase further.
If the writing “���” is displayed, stop the vehicle 
3000 rpm for approximately two minutes, thus all
culate regularly in the system; then press the eng
tion “� “ and check the coolant level, see p. 36 (C
If the writing “���” is still displayed after the coo
cked, contact an aprilia Official Dealer.

If the maximum allowe
248 °F) is exceeded, t

riously damaged. 
Clock Indicates the hour and minutes according to the pres

FUNCTION COMPUTER).

Battery voltage 
V BATT Indicates the battery voltage, see p. 18 (MULTIFUNC

Chronometer Indicates the various timings according to the prese
FUNCTION COMPUTER).

Diagnostics

Whenever the ignition switch is turned to position
about three seconds.

If the writing “���” is 
of the engine, this mea

ed an anomaly. In many cases, the engine kee
levels; immediately contact an ������� Official 

Description Function

�CAUTION

�CAUTION

�CAUTION



he coolant temperature is set in °C.
he digital clock is set to zero.
he red line is set at 6000 rpm, indicated
y the coming on of the red line warning
ht LED “max ” (red) (2).
TE If necessary, carry out the appro-

te adjustments.

MENT OPERATION CHECK
ress the push buttons � and � at the
ame time.
otate the ignition key (1) from position

” to position “�”.
the segments will remain on until the
h buttons � and � are released.

ITCHING FROM km TO mi (from
/h to MPH) AND VICEVERSA (LEFT
PLAY)
ress the push button � until, after
bout 5 seconds, all the writings (12) on
e left display start blinking.
elease the push button �.
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��	�����	���������	��

When the ignition key (1) is rotated to posi-
tion “�”, the following warning lights come
on on the dashboard:
– red line warning light LED “max” (2).
– red engine oil pressure warning light

LED (�) (3), which remains on until the
engine starts.

The pointer (4) of the revolution counter
shifts to the maximum value (rpm) set by
the user. After about three seconds the red
line warning light LED “max” (2) goes off;
the pointer (4) of the revolution counter re-
turns to its initial position. In this way the
component operation is tested.

�CAUTION
After the first 1000 km (625 mi) and suc-
cessively every 7500 km (4687 mi), the
writing “SERVICE” (5) appears on the
right display. In this case contact an
������� Official Dealer, who will carry
out the operations indicated in the regu-

lar service intervals chart, see p. 52-53
(REGULAR SERVICE INTERVALS
CHART). To make the writing “SERV-
ICE” disappear, press the “LAP” push
button (6) and then the push button �
and keep them pressed for about 5 sec-
onds.

With the ignition key (1) in position “�” the
standard settings on the dashboard are the
following:

Right display: Clock (7), coolant tempera-
ture in °C (8).
Left display: Instantaneous speed in km/h
(9), trip 1 (trip odometer) (10), total kilome-
tres/miles odometer (11). 

Upon installation of the battery or of the
30A main fuses:
– The revolution counter pointer (4) makes

12 clockwise clicks, thus checking the
operation of the revolution counter itself.

– The instantaneous, maximum and aver-
age speed function is set in “km/h”.

– T
– T
– T
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he writing “AVS” (18), the average speed
16) and the distance “trip 2” (17) are dis-
layed.

esetting the average speed (16) and the
istance “trip 2” (17): with the odometer set
n the “AVS” function, press the push but-

on � for about 1 second.

OTE The measurement of the average
peed is relevant to the distance “trip 2”
odometer). 
he distance “trip 2” (17) shown on the dis-
lay indicates the number of kilome-

res/miles covered from the last setting to
ero.
f more than 1000 km (625 mi) are covered
ithout setting “trip 2” to zero, the value of

he average speed will be wrong.

To display the instantaneous speed (13)
and the distance “trip 1” (10), press the
push button � again.
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� Press the push button � to change the
unit of measurement from “km” to “mi”
(from “km / h” to “MPH”) and viceversa.

� To confirm the setting, press the push
button � for about 5 seconds.

SETTING THE INSTANTANEOUS, MAXI-
MUM AND AVERAGE SPEED (LEFT DIS-
PLAY)

NOTE Two seconds after the vehicle has
started moving, the instantaneous speed is
automatically shown on the display, even if
a different function is set.

When the ignition key is rotated to position
“�”, the instantaneous speed (13) and the
partial number of kilometres/miles covered
(trip 1) (10) appear on the left display.
Resetting “trip 1” (10): with the odometer
set on the instantaneous speed function,
press the push button � for about 2 sec-
onds.

� To display the maximum speed (14) and
the distance “trip 1” (10), press the push
button � for about 1 second.
The writing “V max” (15), the maximum
speed (14) and the distance “trip 1” (10)
are displayed.

Resetting the maximum speed (14): with
the odometer set on the “V max” function,
press the push button � for about 2 sec-
onds.

NOTE The measurement of the maxi-
mum speed is relevant to the distance cov-
ered from the last setting to zero fo the max-
imum speed itself. The distance “trip 1” (10)
shown on the display indicates the number
of kilometres/miles covered from the last set-
ting to zero.

� To display the average speed (16) and
the distance “trip 2” (17), press the push
button � again for about 1 second.
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TE It is not possible to set the red line
values lower than 2000 rpm or higher
n 12000 rpm.

�CAUTION
ver exceed the recommended rpm,
e p. 49 (RUNNING-IN).

o confirm, release the push button �.
fter 3 seconds, the red line threshold
etting is stored.

TE The setting is confirmed by the
ing on of the red line warning light LED

ax” (2).
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SETTING THE RED LINE THRESHOLD
(WITH ENGINE OFF ONLY)
When the maximum rpm set is exceed-
ed, the red line warning light LED “max”
(2) positioned on the dashboard starts
blinking.

If the push button � is pressed for less
than one second, the pointer of the revolu-
tion counter (4) shifts to the red line value
set for 3 seconds, after which it returns to
its initial position.

For the setting:
� Press the push button �, release it and

press it again within 3 seconds. 
The pointer (4) moves increasing the val-
ue by 1000 rpm at each click, as long as
� is kept pressed; when it has reached
the maximum value, it starts again from
the beginning.

� Press the push button � until the de-
sired rpm value has been set.

� If the push button � is released and then
pressed again within 3 seconds, intermit-
tently, the pointer (4) moves increasing
the value by 100 rpm at each click; when
it has reached the maximum value, it
starts again from the beginning.
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Thermometer range on the display: 
35 – 130°C (95 – 266 °F).
The digital clock (7) appears in the lower
part of the right display.
To set or modify hour and minutes, see p.
22 (SETTING THE HOUR) and p. 22
(SETTING THE MINUTES).

BATTERY VOLTAGE - VBATT
� If the push button � is pressed once, the

battery voltage expressed in volt (19) ap-
pears in the lower part of the right dis-
play, while  the coolant temperature (8)
is displayed in the upper part.
The writing “V BATT” (20) is displayed.
The recharge circuit functions correctly
if at 4000 rpm the battery voltage with
low beam on is included between 13
and 15 V. 
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MULTIFUNCTION (RIGHT DISPLAY)
The right display (multifunction) includes
the coolant temperature in °C (°F) (8) and
the digital clock (7) as standard settings.

NOTE When the engine is cold, the writ-
ing “�” blinks.

By pressing the push button �, the follow-
ing functions can be obtained in sequence:

STANDARD SETTING:
COOLANT TEMPERATURE 
AND DIGITAL CLOCK
The coolant temperature value (8) is
shown in the upper part of the right display.
It is possible to switch from °C to °F and
viceversa, see p. 22 (SETTING °C OR °F).
– When the temperature is below 35°C

(95°F), the writing “�” (8) blinks on
the right display.

– When the temperature is over 115°C
(239°F), the value (8) blinks on the right
display, even if a function different from
the standard setting has been set.

– When the temperature is over 130°C
(266°F), the writing “���” (8) appears
on the right display.

�CAUTION
If the writing “���” is displayed with a
temperature below 130°C (266°F), there
may be a failure of the electric circuit. In
this case, contact an ������� Official
Dealer.

Standard setting:
temperature in °C and digital clock

�

Battery voltage (V BATT)

�

Hour setting

�

Minute setting

�

°C or °F setting



TTING °C OR °F
hen the push button � is pressed for

he fourth time, the segments of the cool-
nt temperature in °C or °F (8) start
linking in the upper part of the display.
o modify from °C to °F setting, or vice
ersa, press the “LAP” push button (6)
n the left part of the handlebar.
o confirm the setting, press the push
utton �.
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SETTING THE HOUR
� When the push button � is pressed for

the second time, the hour segments (21)
start blinking in the lower part of the right
display (digital clock).

� To modify the hour setting, press the
“LAP” push button (6) on the left part of
the handlebar.

� To confirm the hour setting, press the
push button �.

SETTING THE MINUTES
� When the push button � is pressed for

the third time, the minute segments (22)
start blinking in the lower part of the right
display (digital clock).

� To modify the minute setting, press the
“LAP” push button (6) on the left part of
the handlebar.

� To confirm the minute setting, press the
push button �.
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the “LAP” push button (6) and the push
button �.

he coolant temperature (8) and the digital
lock (7) appear on the right display (multi-
unction).

OTE When the engine is cold, the writ-
g “�” is displayed.

IAGNOSTICS
henever the ignition switch is turned to

osition “�”, the writing “	
�” is dis-
layed for about three seconds.

�CAUTION
f the writing “	
�” is displayed during
he normal operation of the engine, this

eans that the electronic unit has de-
ected an anomaly. In many cases, the
ngine keeps running with reduced per-
ormance levels; immediately contact an
������ Official Dealer.
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CHRONOMETER (RIGHT DISPLAY)

The chronometer makes it possible to
measure the time per lap with the vehicle
on a racetrack and to store the data, in
such a way as to be able to consult them
successively.

When the “CHRONOMETER” function has
been selected, it is not possible to recall
the following functions:
– Maximum speed “V max”
– Average speed “AVS”
– Distance “trip 2”.
� To operate the chronometer, press the

“LAP” push button (6) and, within 0.7
seconds, the push button �.

� To start timing, press the “LAP” push
button (6) and release it immediately.

� To store the time acquired, press the
“LAP” push button (6).

The “LAP” push button (6) is not enabled
for 10 seconds and the last time stored
(23) is shown on the display.

After which, the chronometer with the cur-
rent timing (24) is displayed, starting from
10 seconds.
� To display the first time stored (25),

press the push button �.
� To be able to see the stored times in se-

quence, press the “LAP” push button (6).
The writings ��, ��, ��, ��, etc.
(26) are displayed.

� To start timing again, press the push but-
ton �.

NOTE It is possible to store max. 40
times, after which the “LAP” push button
(6) is not effective any longer.

� To set the memory to zero, press the
push button � and the “LAP” push but-
ton (6) at the same time for 2 seconds.

� To leave the chronometer function, press
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 - � )
is in position “	”: if the dimmer switch
high beam comes on, while if it is in po-
m comes on.

 - � ) � 
“�” the parking lights, the dashboard
 are always on.
�”, the high beam comes on.

 (	 - 
 - • ) 
 version)

is in position “•”, the lights are off; when
n “
”, the parking lights and the dash-
hen the switch is in position “	”, the
hboard light and the low beam are on.
e operated by means of the dimmer

LER PUSH BUTTON (�) / 

g of the functions, see p. 18 (MULTI-
ER).

s it possible to use the high beam sig-
r or emergency, or displays the various
 right multifunction display:

 (°C or °F);
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NOTE The electrical parts work only when the ignition switch is
in position “�”.

1) HORN PUSH BUTTON (� )
The horn is activated when the push button is pressed.

2) DIRECTION INDICATOR SWITCH (� )
To indicate the turn to the left, move the switch to the left; to
indicate the turn to the right, move the switch to the right. 
To turn off the direction indicator, press the switch.

3) DIMMER SWITCH (�
When the light switch 
is in position “�”, the 
sition “�”, the low bea

3) DIMMER SWITCH (�
When it is in position 
light and the low beam
When it is in position “

4) HEADLIGHT SWITCH
(not provided in the �
When the light switch 
the switch is in positio
board light are on; w
parking lights, the das
The high beam can b
switch.

5) HIGH BEAM SIGNAL
LAP (multifunction)

NOTE For the settin
FUNCTION COMPUT

This push button make
naller in case of dange
preset functions on the
– hour and minutes;
– coolant temperature
– chronometer.



25use and maintenance SL mille

TTON (�)
h button “�” is pressed, the starter makes

r the starting, see p. 43 (STARTING).
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The high beam blinking is operated by pressing the push
button, independently of the position of the light switch (	�-

 - •).

NOTE To disconnect the high beam blinking, release the
push button.

6) COLD START LEVER (�)
The starter for the cold start of the engine is operated by rotat-
ing the lever “�” downwards.
To disconnect the starter, move the lever “�” to its initial po-
sition.

���	�������	�������	����	�
���	�����������

NOTE The electrical parts work only when the ignition switch is
in position “�”.

7) ENGINE STOP SWITCH (� - �)

�WARNING
Do not operate the engine stop switch “��- �” in running
conditions.

This is a safety or emergency switch.
With the switch in position “�”, it is possible to start the en-
gine; the engine can be stopped by moving the switch to posi-
tion “�”.

�CAUTION
With stopped engine and ignition switch in position “�”,
the battery may discharge.
When the vehicle has come to rest, after stopping the en-
gine, move the ignition switch to position “�”.

8) START PUSH BU
When the start pus
the engine run. Fo



Position Function Key 
removal

�
Steering 

lock

The steer-
ing is 
locked.
It is neither 
possible to 
start the 
engine, nor 
to switch on 
the lights.

It is possi-
ble to 
remove the 
key.

�
Neither the 
engine, nor 
the lights 
can be 
switched on.

It is possi-
ble to 
remove the 
key.

�
The engine 
and the 
lights can be 
switched on.

It is not pos-
sible to 
remove the 
key.
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����	�������	��

The ignition switch (1) is positioned on the
upper plate of the steering column.
NOTE The key operates the ignition
switch/steering lock, the fuel tank lock and
the glove/tool kit compartment lock.
Two keys are supplied together with the
vehicle (one spare key).

NOTE Do not keep the spare key on the
vehicle.

�	����������

�WARNING
Never turn the key to position “�” in
running conditions, in order to avoid
losing control of the vehicle.

OPERATION
To lock the steering:
� Turn the handlebar completely leftwards.
� Turn the key to position “�”.
� Press the key and rotate it to position “�”.
� Extract the key.
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OTE The vehicle comes with the
love/tool kit cover (4) to be used as an al-
rnative to the passenger seat.

or the installation and removal, see be-
ide (UNLOCKING / LOCKING THE PAS-
ENGER SEAT).
 useful compartment is available under
e glove / tool kit compartment cover; to
ach it, it is sufficient to release and re-
ove the flap (5).
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	����������������	
� Position the vehicle on the side stand on

firm and level ground.
� Introduce the key (1) in the seat lock.
� Turn the key (1) anticlockwise, raise and

withdraw the seat (2) from the front.

NOTE Before lowering and locking the
seat (2), make sure that you have not left
the key in the glove / tool kit compartment.

To lock the seat (2), proceed as follows:
� Introduce the lower point (3) under the

rear saddle support plate.
� Position the seat and press it, making

the lock snap.

�WARNING
Before leaving, make sure that the seat
(2) is properly locked.

N
g
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�������������	������
l luggage can be anchored to the pas-
er seat, by means of elastic bands
must be fixed to the two fastenings

mum allowed weight: 9 kg.

�WARNING
luggage must have reduced dimen-
 and must be anchored securely.
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�����	�����	�������	���	

The glove / tool kit compartment is posi-
tioned under the passenger seat; to reach
it, proceed as follows:
� Remove the passenger seat, see p. 27

(UNLOCKING / LOCKING THE PAS-
SENGER SEAT).

The tool kit (1) includes:
– 3, 4, 5, 6 mm bent hexagon spanners (2)
– 8-10 mm double fork spanner (3)
– 11-13 mm double fork spanner (4)
– 22 mm simple box spanner (5)
– 32 mm simple box spanner (6)
– Extension for simple box spanners (7)
– 6-7 mm double socket spanner (8)
– 8-10 mm double socket spanner (9)
– 16 mm socket spanner for spark plug (10)
– Double-ended, cross-/cut-headed 

screwdriver (11)
– Tool case (12)
Maximum allowed weight: 1.5 kg

��
Smal
seng
that 
(13).
Maxi

The 
sions
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���������������	��������

he rear mudguard extension (4) can be
sed when the road surface is wet, in fact it
educes the reach of the water spray
aused by the rear wheel.

OTE The rear mudguard extension (4)
 supplied as standard component in the
ountries where this is required for the ho-
ologation.
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To perform some specific operations, it is
advisable to use the following special tools
(to be requested to an aprilia Official Deal-
er):

�

T
u
r
c

N
is
c
m

Tool Operations Page

Pins (1) for the 
rear support 
stand

To position the vehicle on 
the rear support stand 58

Rear support 
stand (2).

Engine oil and engine oil 
filter change.

Rear wheel disassembly.

Drive chain adjustment.

56

62

64

Front support 
stand (3).

Front wheel disassembly. 60



er refuelling:

TE The cap can be closed only when
 key (2) is inserted.

ith inserted key (2), close the cap by
ressing it.

�WARNING
ke sure that the cap is properly
sed.

ithdraw the key (2).
lose the flap (1).
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�������������	�

���

�WARNING
The fuel used for internal combustion
engines is extremely inflammable and
in particular conditions it can become
explosive. 
It is important to carry out the refuelling
and the maintenance operations in a
well-ventilated area, with the engine off.
Do not smoke while refuelling or near
fuel vapours, in any case avoid any con-
tact with naked flames, sparks and any
other heat source to prevent the fuel
from catching fire or from exploding.
Further, prevent fuel from flowing out of
the fuel filler, as it could catch fire when
getting in contact with the red-hot sur-
faces of the engine.
In case some fuel has accidentally been
spilt, make sure that the area has com-
pletely dried and before starting the ve-
hicle verify that there is no fuel inside
the fuel filler neck.
Since petrol expands under the heat of
the sun and due to the effects of sun ra-
diation, never fill the tank to the brim.
Screw the plug up carefully after refuel-
ling. Avoid any contact of the fuel with
the skin and the inhalation of vapours;
do not swallow fuel or pour it from a re-
ceptacle into another by means of a
tube.

DO NOT DISPOSE OF FUEL IN THE EN-
VIRONMENT.

KEEP AWAY FROM CHILDREN.

Use only premium grade unleaded petrol,
m in .  O.N.  95  (N .O.R.M. )  and  85
(N.O.M.M.).

To refuel, proceed as follows:
� Raise the flap (1).
� Insert the key (2) in the tank plug lock

(3).
� Turn the key clockwise, pull and open

the fuel flap.
FUEL TANK CAPACITY
(reserve included): 19 �
TANK RESERVE: 4.5 ± 1 ��

�CAUTION
Do not put additives or other substanc-
es into the fuel.
If you use a funnel or other similar
items, make sure that they are perfectly
clean.

�WARNING
Do not fill the tank completely; the max-
imum fuel level must remain below the
lower edge of the filler neck (see figure).

� Refuel.

Aft

NO
the

� W
p

Ma
clo

� W
� C



31use and maintenance SL mille

�WARNING
he brake fluid must be changed every
wo years by an ������� Official Dealer.

se brake fluid of the type specified in
he lubricant chart, see p. 90 (LUBRI-
ANT CHART).

OTE This vehicle is provided with front
nd rear hydraulic disc brakes.

he following information refers to a single
raking system, but is valid for both.

hen the disc pads wear out, the level of
he fluid decreases to automatically com-
ensate for their wear.

he front brake reservoir is positioned on
he right part of the handlebar, near the
ront brake lever coupling. 

he rear brake reservoir is positioned on
he right side of the vehicle, near the sad-
le support couplings.

efore departure, check the brake fluid lev-
l in the reservoirs, see p. 32 (FRONT
RAKE), p. 33 (REAR BRAKE), and the
ear of the pads, see p. 67 (CHECKING
HE BRAKE PAD WEAR).
ave the brake fluid changed every two
ears by an aprilia Official Dealer.

�WARNING
o not use the vehicle if the braking
ystem leaks fluid.
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NOTE This vehicle is provided with front
and rear disc brakes, with separate hy-
draulic circuits.
The following information refers to a single
braking system, but is valid for both.

�WARNING
Sudden resistance or clearance prob-
lems on the brake lever may be due to
troubles in the hydraulic system.
For any doubt regarding the perfect
functioning of the braking system and
in case you are not able to carry out the
usual checking operations, contact
your ������� Official Dealer.

Make sure that the brake discs are nei-
ther oily nor greasy, especially after
maintenance or checking operations.
Check that the brake cables are neither
twisted nor worn out.

Prevent water or dust from accidentally
getting into the circuit.

In case maintenance operations are to
be performed on the hydraulic circuit, it
is advisable to use latex gloves.

�WARNING
If the brake fluid gets in contact with the
skin or the eyes, it can cause serious ir-
ritations.
Carefully wash the parts of your body
that get in contact with the liquid. 
Consult a doctor or an oculist if the liq-
uid gets in contact with your eyes.

DO NOT DISPOSE OF THE BRAKE FLU-
ID IN THE ENVIRONMENT.

KEEP AWAY FROM CHILDREN.

When using the brake fluid, take care
not to spill it on the plastic or painted
parts, since it can damage them.

�����������

�WARNING
The brakes are the parts that most en-
sure your safety and for this reason
they must always be perfectly working;
check them before every trip.

A dirty disc soils the pads, with conse-
quent reduction of the braking efficien-
cy. Dirty pads must be replaced, while
dirty discs must be cleaned with a high-
quality degreaser.
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aise and remove the cover (3) together
ith the screws (1) and the gasket (4).

CAUTION
rder not to spill the brake fluid while
ping up, do not shake the vehicle.
 not put additives or other subtances
 the fluid.
ou use a funnel or other similar
s, make sure that they are perfectly

an.
ill the tank (2) with brake fluid, see p. 90
LUBRICANT CHART), until reaching
e correct level between the “MIN” and
AX” marks.

�CAUTION
en topping up, never exceed the

AX” level. 
 advisable to top up until reaching

 “MAX” level only with new pads.

 not reach the “MAX” level with worn
 pads, since this will cause a fluid
flow when the pads are changed.

eck the braking efficiency.

ase of excessive stroke of the brake
er or reduced efficiency of the brak-
 system, contact an ������� Official
aler, since it may be necessary to
ed the system.
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����	������

CHECKING

� Position the vehicle on the side stand on
firm and level ground.

� Turn the handlebar completely leftwards.
� Make sure that the fluid level exceeds

the “MIN” mark.
MIN = minimum level
MAX= maximum level

If the fluid does not reach at least the “MIN”
mark:

�CAUTION
When the disc pads wear out, the level
of the fluid decreases progressively to
compensate for their wear.
� Check the brake pad wear, see p. 67

(CHECKING THE BRAKE PAD WEAR)
and the disc wear.

If the pads and/or the disc do not need re-
placing, provide for topping up.

TOPPING UP

Carefully read p. 31 (BRAKE FLUID -
recommendations).

�CAUTION
The brake fluid may flow out of the tank.
Do not operate the front brake lever if
the screws (1) are loose or, most impor-
tant, if the brake fluid tank cover has
been removed.

� Unscrew the two screws (1) of the brake
reservoir (2) by means of a short, cross-
headed screwdriver.

�WARNING
Avoid any prolonged exposure of the
brake fluid to the air. The brake fluid is
hygroscopic and when in contact with
the air it absorbs its humidity.
Leave the brake fluid tank open ONLY
for the time necessary for topping up.
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�CAUTION
In order not to spill the brake fluid while
topping up, keep the fluid in the tank
parallel to the tank rim (in horizontal po-
sition).

Do not put additives or other subtances
into the fluid.
If you use a funnel or other similar
items, make sure that they are perfectly
clean.
� Remove the gasket (2).
� Top up the reservoir (3) by adding brake

fluid, see p. 90 (LUBRICANT CHART),
until reaching the correct level included
between the “MIN” and “MAX” marks.

�CAUTION
It is advisable to top up until reaching
the “MAX” level only with new pads.

Do not reach the “MAX” level with worn
out pads, since this will cause a fluid
outflow when the pads are changed.

Check the braking efficiency.

In case of excessive stroke of the brake
lever or reduced efficiency of the brak-
ing system, contact an ������� Official
Dealer, since it may be necessary to
bleed the system.
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CHECKING

� Position the vehicle on the side stand on
firm and level ground.

� Make sure that the brake fluid contained
in the reservoir exceeds the “MIN” mark.

MIN = minimum level
MAX= maximum level

If the fluid does not reach at least the “MIN”
mark:

�CAUTION
When the disc pads wear out, the level
of the fluid decreases progressively to
compensate for their wear.
� Check the brake pad wear, see p. 67

(CHECKING THE BRAKE PAD WEAR)
and the disc wear.

If the pads and/or the disc do not need
replacing, provide for topping up.

TOPPING UP

Carefully read p. 31 (BRAKE FLUID -
recommendations).

�CAUTION
The brake fluid may flow out of the tank.
Do not operate the rear brake lever if the
brake fluid tank plug is loose or has
been removed.

�WARNING
Avoid any prolonged exposure of the
brake fluid to the air. The brake fluid is
hygroscopic and when in contact with
the air it absorbs its humidity.
Leave the brake fluid tank open ONLY
for the time necessary for topping up.

� Unscrew and remove the plug (1).



e clutch fluid reservoir is positioned on
 left part of the handlebar, near the
tch control lever coupling.

fore departure, check the fluid level in
 tank, see p. 35 (CLUTCH); have it
nged by an aprilia Official Dealer every
 years.

�CAUTION
 not use the vehicle if you notice fluid
kages from the clutch control system.
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NOTE This vehicle is provided with hy-
draulic clutch control.

�CAUTION
Sudden resistance or clearance prob-
lems on the clutch lever may be due to
troubles in the hydraulic system.
For any doubt regarding the perfect
functioning of the system and in case
you are not able to carry out the usual
checking operations, contact your
������� Official Dealer.

�CAUTION
Make sure that the cable is neither
twisted nor worn out.
Prevent water or dust from accidentally
getting into the circuit.

In case maintenance operations are to
be performed on the hydraulic circuit, it
is advisable to use latex gloves.

If the clutch fluid gets in contact with
the skin or the eyes, it can cause seri-
ous irritations.
Carefully wash the parts of your body
that get in contact with the liquid. 
Consult a doctor or an oculist if the liq-
uid gets in contact with your eyes.

DO NOT DISPOSE OF THE CLUTCH
FLUID IN THE ENVIRONMENT.

KEEP AWAY FROM CHILDREN.

When using the clutch fluid, take care
not to spill it on the plastic and painted
parts, since it damages them.

The clutch control  f luid must be
changed every two years by an �������
Official Dealer.

Use clutch fluid of the type specified in
the lubricant chart, see p. 90 (LUBRI-
CANT CHART).
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�CAUTION
o not exceed the “MAX” mark while

opping up.

heck the clutch efficiency.

f the stroke of the clutch control lever
s excessive or if the clutch system is
ot efficient, contact your ������� Offi-
ial Dealer, since it may be necessary to
leed the system.
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NOTE The engine is provided with an hy-
draulic control clutch, aided by the PPC
(Pneumatic Power Clutch) exclusive pat-
ented system, which avoids the bouncing
of the rear wheel.

CHECKING
� Position the vehicle on the side stand on

firm and level ground.
� Turn the handlebar completely right-

wards.
� Make sure that the fluid level exceeds

the “MIN” mark.

MIN = minimum level
MAX= maximum level

� If the fluid does not reach the “MIN”
mark, provide for topping up.

TOPPING UP

Carefully read p. 34 (CLUTCH FLUID -
recommendations).

�CAUTION
The fluid may flow out.
Do not operate the clutch control lever
if the reservoir plug is loose or has been
removed.

�WARNING
Avoid any prolonged exposure of the
brake fluid to the air.
The brake fluid is hygroscopic and
when in contact with the air it absorbs
its humidity.
Leave the brake fluid tank open ONLY
for the time necessary for topping up.

� Unscrew and remove the plug (1).

�CAUTION
Do not shake the vehicle, in order not to
spill fluid while topping up.

Do not put additives or other subtances
into the fluid.
If you use a funnel or other similar
items, make sure that they are perfectly
clean.
� Remove the gasket (2).
� Top up the reservoir (3) by adding clutch

fluid, see p. 90 (LUBRICANT CHART),
until reaching the correct level included
between the “MIN” and “MAX” marks.
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he outdoor temperature is below 0°,
eck the cooling circuit frequently and if
cessary increase the antifreeze concen-
tion (up to maximum 60%).
r the cooling solution use distilled water,
rder not to damage the engine.

�WARNING
 not remove the expansion tank plug
 when the engine is hot, since the
olant is under pressure and its tem-
rature is high.
t gets in contact with the skin or with
thes it may cause severe burns

d/or damage.
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�CAUTION
Do not use the vehicle if the coolant is
below the minimum prescribed level
(MIN).

Before departure, check the coolant level,
see p. 37 (CHECKING AND TOPPING
UP); have the coolant changed every two
years: for this operation, contact an aprilia
Official Dealer.

�WARNING
The coolant is noxious: do not swallow
it; if the coolant gets in contact with the
skin or the eyes, it can cause serious ir-
ritations.

If the coolant gets in contact with your
skin or eyes, rinse with plenty of water
and consult a doctor. If it is swallowed,
induce vomit, rinse mouth and throat
with plenty of water and consult a doc-
tor without delay.

KEEP AWAY FROM CHILDREN.

DO NOT DISPOSE OF THE CLUTCH
FLUID IN THE ENVIRONMENT.

Be careful not to spill the coolant on the
red-hot parts of the engine: it may catch
fire and send out invisible flames.

In case maintenance operations are to
be performed, it is advisable to use la-
tex gloves.

�CAUTION
Have the coolant changed by an �������
Official Dealer.

The coolant is made up of 50% water and
50% antifreeze. 

This mixture is ideal for most running tem-
peratures and ensures good protection
against corrosion.

It is advisable to keep the same mixture
also in the hot season, since in this way
losses due to evaporation are reduced and
it is not necessary to top up very frequent-
ly.

The mineral salt deposits left in the radiator
by evaporated water are thus reduced and
the efficiency of the cooling system re-
mains unchanged.
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� Top up the expansion tank by adding
coolan t ,  see  p .  90  (LUBRICANT
CHART), until this almost reaches the
“MAX” level. Do not exceed this level,
otherwise the coolant will flow out while
the engine is running.

� Put back the filling cap (1).

�CAUTION
In case of excessive consumption of
coolant and in case the tank remains
empty, make sure that there are no
leaks in the circuit.
Have it repaired by an ������� Official
Dealer.
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CHECKING AND TOPPING UP

�WARNING
Check the coolant level and top up the
expansion tank with cold engine.

� Stop the engine and wait until it has
cooled down.

� Position the vehicle on the side stand on
firm and level ground.

� Turn the handlebar completely leftwards.
� Make sure that the coolant level in the

expansion tank (2) is included between
the “MIN” and “MAX” marks stamped
on the transparent pipe (3).

MAX = maximum level
MIN = minimum level

If not, proceed as follows: 
� Unscrew and remove the cap (1).

�WARNING
The coolant is noxious: do not swallow
it; if the coolant gets in contact with the
skin or the eyes, it can cause serious ir-
ritations.
Do not use your fingers or any other ob-
ject to check if there is enough coolant.

�CAUTION
Do not put additives or other subtances
into the fluid.
If you use a funnel or other similar
items, make sure that they are perfectly
clean.



�WARNING
e tyres must be replaced with other
es of the type and model recom-
nded by the manufacturer, see p. 87
CHNICAL DATA); the use of tyres

ferent from those prescribed may ad-
rsely affect the manoeuvrability of the
hicle.

 not install tyres with air tube on rims
 tubeless tyres and viceversa.

ke sure that the inflation valves (2)
ays have their sealing caps on, to
vent the tyres from suddenly going

t. Change, repair, maintenance and
lancing operations are very important
d therefore they must be performed
 qualified technicians with appropri-
 tools.
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���

This vehicle is provided with tubeless tyres.

�WARNING
Periodically check the tyre inflation
pressure at room temperature, see p. 87
(TECHNICAL DATA).

If the tyres are hot, the measurement is
not correct.
Carry out the measurement especially
before and after long rides.

If the inflation pressure is too high, the
ground unevenness cannot be damp-
ened and is therefore transmitted to the
handlebar, thus compromising the driv-
ing comfort and reducing the road hold-
ing during turns.

If, on the contrary, the inflation pressure
is too low, the tyre sides (1) are under
greater stress and the tyre itself may
slip on the rim or it may become loose,
with consequent loss of control of the
vehicle. 
In case of sudden braking the tyres
could even come off the rims. 
Further, the vehicle could skid while
turning.

�WARNING
Check the surface and the wear of the
tyres, since tyres in bad conditions can
impair both the grip and the controlla-
bility of the vehicle.

Some types of tyres homologated for
this vehicle are provided with wear indi-
cators.
There are several kinds of wear indica-
tors.
For more information on how to check
the wear, contact your Dealer.
Visually check if the tyres are worn and
in this case have them changed.

Change the tyre when it is worn out or
in case of puncture on the tread side, if
the puncture is larger than 5 mm.

After repairing a tyre, have the wheels
balanced.
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�CAUTION
Proceed with care.
Do not spill the oil!
Take care not to smear any component,
the area in which you are working and
the surrounding area. Carefully remove
any trace of oil.

In case of leakages or malfunctions,
contact an ������� Official Dealer.

Periodically check the engine oil level, see
p. 55 (CHECKING THE ENGINE OIL LEV-
EL AND TOPPING UP).
For the engine oil change, see p. 52-53
(REGULAR SERVICE INTERVALS
CHART) and p. 56 (CHANGING THE EN-
GINE OIL AND THE OIL FILTER).

NOTE Use high-quality 15W-50 oil, see
p. 90 (LUBRICANT CHART).
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�WARNING
For this reason, it is advisable to have
the above mentioned operations carried
out by an ������� Official Dealer or by a
qualified tyre repairer.
If the tyres are new, they may still be
covered with a slippery film: drive care-
fully for the first miles. Do not oil the
tyres with unsuitable fluids. If the tyres
are old, even if not completely worn out,
they may become hard and may not en-
sure good road holding.
In this case, replace them.

MINIMUM TREAD DEPTH LIMIT (3)
front and rear ................. 2 mm ( � 3 mm)

and in any case not less than prescribed by
the regulations in force in the country
where the vehicle is used.

���������

�WARNING
Engine oil can cause serious damage to
the skin if handled every day and for
long periods. Wash your hands careful-
ly after using the oil.

KEEP AWAY FROM CHILDREN.

DO NOT DISPOSE OF THE OIL IN THE
ENVIRONMENT.

Put it in a sealed container and take it to
the filling station where you usually buy
it or to an oil salvage center. 

In case any maintenance operation has
to be carried out, it is advisable to use
latex gloves. 

If the engine oil pressure warning light
LED “�” comes on during the normal
operation of the engine, this means that
the engine oil pressure in the circuit is
insufficient. In this case, stop the en-
gine immediately and contact an ����� 
�� Official Dealer.



crew the rod in order to ensure a mini-
um clearance of 0.5 – 1 mm between
e pump control rod (7) and the pump

iston.

�CAUTION
ke sure that there is a certain idle
ke in the movement of the lever (8),
revent the brake from remaining ap-
d and the consequent untimely wear
he braking elements. 

er (8) idle stroke: 4 mm (measured at
 lever end).

ock the pump control rod (7) by means
f the lock nut (6).

�CAUTION
r the adjustment, make sure that the

eel rotates freely with released
ke. Check the braking efficiency.
ecessary, contact an ������� Official
ler.
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It is possible to adjust the distance be-
tween the lever (1) end and the grip (2), by
rotating the adjuster (3).
The positions “1” and “4” correspond to an
approximate distance of 105 and 75 mm,
respectively, between the lever end and
the grip.

The positions “2” and “3” correspond to in-
termediate distances.
� � Push the control lever (1) forward and

rotate the adjuster (3) until the desired
number is positioned in correspondence
with the reference arrow.

��)��	����	��� ����� �����
���	�����������������

The brake control lever is positioned ergo-
nomically during the assembly of the vehi-
cle. 
If necessary, it is possible to adjust the
brake control lever clearance:
� Loosen the lock nut (4).
� Screw the brake adjuster (5) completely.
� Screw the lock nut (6) completely on the

pump control rod (7).
� Screw the pump control rod (7) com-

pletely, then unscrew it by giving 3-4
turns.

� Screw the brake adjuster (5) until the
brake pedal (8) reaches the desired
height.

� Lock the brake adjuster (5) by means of
the lock nut (4).

� Unscrew the pump control rod (7) and
bring it in contact with the pump piston.

� S
m
th
p

Ma
stro
to p
plie
of t

Lev
the

� L
o

Afte
wh
bra
If n
Dea



41use and maintenance SL mille

the use of the vehicle after such device
or element of design has been removed
or rendered inoperative by any person.

heck the exhaust silencer and the silenc-
r pipes, making sure that there are nei-
her signs of rust, nor holes and that the
xhaust system works effectively.

f the noise produced by the exhaust sys-
em increases, immediately contact your
prilia Official Dealer.
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The vehicles provided with this device can
be immediately recognized, since the lights
come automatically on as soon as the igni-
tion switch is turned to position “�”.
For this reason, no light switch is provided.
The lights can be switched off only by turn-
ing the ignition switch to position “�”.
Before starting the vehicle, make sure that
the dimmer switch is in position “�” (front
low beam).

������	������������������	
�����

NOTE The following information refers to
a single exhaust silencer / exhaust pipe,
but is valid for both.

�WARNING
Tampering with the noise control sys-
tem is prohibited.

Owners are warned that the law may pro-
hibit:

– the removal or rendering inoperative by
any person, other than for purposes of
maintenance, repair or replacement, of
any device or element of design incorpo-
rated into any new vehicle – for the pur-
pose of noise control – prior to its sale or
delivery to the ultimate purchaser or
while it is in use; and

–
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Check Page
idle stroke of the control levers, the
here are no leaks. Check the wear
p up the fluid tank.

31, 32, 
33, 67

moothly and that it is possible to
ly, in all steering positions. 
lubricate it.

72

ssary. 39, 55
 inflation pressure, wear and tear

e any foreign matter that may be 38

moothly. Lubricate the articulations
essary. 40

clutch, the idle stroke of the control
ny leaks. If necessary, top up the
te without jerking and/or slipping.

35

 rotates smoothly, without any cle- —

correctly. Make sure that when the
re is no friction and that the spring
normal position. If necessary, lubri-
e sure that the safety switch oper-
, lubricate joints and hinges. Make
n the side stand operates correctly.

73, 78

g elements are not loose.
n them. —

64, 65
 if necessary. Check the circuit for
el cap is correctly closed. 30, 66

xpansion tank must be included
X” marks. 36, 37

correctly.
25

ning of the acoustic and visual
 or intervene in case of failure. 75-84
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devices
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�WARNING
Before departure, always carry out a
preliminary checking of the vehicle to
make sure that it functions correctly
and safely, see beside (PRELIMINARY
CHECKING OPERATIONS). The non-
performance of these checking opera-
tions can cause severe personal inju-
ries or damages to the vehicle.

Do not hesitate to consult your �������
Official Dealer in case there is some-
thing you do not understand about the
functioning of some controls or in case
you suspect or discover some irregular-
ities.
It does not take long to carry out a
check-up and this operation ensures
you much more safety.

NOTE This vehicle is set so that any
anomaly can be detected in real time and
stored by the electronic unit.

�CAUTION
If the writing “���” is displayed during
the normal operation of the engine, this
means that the electronic unit has de-
tected an anomaly. 

In many cases, the engine keeps run-
ning with reduced performance levels;
immediately contact an ������� Official
Dealer.

���������
���������������	���

Component
Front and rear disc 
brakes

Check the functioning, the 
fluid level and make sure t
of the pads. If necessary, to

Accelerator Make sure that it works s
open and close it complete
If necessary, adjust and/or 

Engine oil Check and/or top up if nece

Wheel/tyres Check the tyre surface, the
and any damage. Remov
stuck in the tread grooves.

Brake levers Make sure that they work s
and adjust the stroke if nec

Clutch Check the operation of the 
lever, the fluid level and a
fluid; the clutch must opera

Steering Make sure that the steering
arance or slackening.

Side stand Make sure that it operates 
stand is let up or down the
tension brings it back to its 
cate joints and hinges. Mak
ates correctly. If necessary
sure that the safety switch o

Fastening elements Make sure that the fastenin
If necessary, adjust or tighte

Drive chain Check the slack.

Fuel tank Check the level and refuel
leaks. Make sure that the fu

Coolant The coolant level in the e
between the “MIN” and “MA

Engine stop switch 
(� - �)

Make sure that it operates 

Lights, warning lights, 
horn and electric 

Check the proper functio
devices. Change the bulbs
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Whenever the ignition switch is turned
to position “�”, the writing “	
�” is
displayed for about three seconds.

– the fuel pump will pressurize the fuel
supply circuit, sending out a hum for
about three seconds.

OTE It is possible to set the unit of
easurement of the speedometer (km or
i) and of the coolant temperature (°C or
), the red line threshold, the clock func-
ns and if necessary the chronometer,
e p. 18 (MULTIFUNCTION COMPU-
R).

�WARNING
e red line threshold is set at 6000 rpm
 aprilia. Increase the threshold gradu-

ly as you get acquainted with the vehi-
e. 
uring running-in, never exceed the
commended rpm, see p. 49 (RUN-

ING-IN).
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�WARNING
Exhaust gases contain carbon monox-
ide, which is extremely noxious if in-
haled. 
Avoid starting the engine in closed or
badly-ventilated rooms.
The non-observance of this warning
may cause loss of consciousness or
even lead to death by asphyxia.

NOTE With the side stand down, the en-
gine can be started only if the gears are in
neutral; in this case, if you try to engage
the gears, the engine stops.
With the side stand up, it is possible to start
the engine either in neutral gear or with en-
gaged gears and pulled in clutch lever.

� Let the side stand up.
� Get on the vehicle.
� Rotate the key (1) and move the ignition

switch to position “�”. 
At this point: 
– the red engine oil pressure warning

light LED “�” (2) comes on on the
dashboard and remains on until the
engine starts.

– the red line warning light LED “max”
(red) (3) comes on on the dashboard
for approximately three seconds and
the revolution counter pointer shifts to
the preset red line threshold;

– the instantaneous speed (4), the trip
odometer (5) and the total kilome-
tres/miles odometer (6) appear on the
left display (multifunction);

– the coolant temperature (7) and the
digital clock (8) appear on the right dis-
play (multifunction).

NOTE When the engine is cold, the writ-
ing “�” is displayed.
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�CAUTION
ver leave abruptly with cold engine.
 reduce the emission of polluting
bstances and the consumption of fu-
 warm the engine up by proceeding at

 speed for the first miles.

otate the cold start lever “�” (12) up-
ards after the engine has warmed up.

�CAUTION
he writing “���” appears, on the left
play (multifunction) during the nor-
l operation of the engine, this means
t the electronic unit has detected an

omaly. 
many cases, the engine keeps run-
g with reduced performance levels;

mediately contact an ������� Official
aler.
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� Lock at least one wheel, by pulling a
brake lever.

� Position the shifting lever in neutral
(green warning light “�” on).

� Move the engine stop switch (9) to posi-
tion “�”.

� Make sure that the light switch (10) is in
position “• ”.

� � Make sure that the dimmer switch
(11) is in position “�”.

� If the vehicle is started with cold engine,
rotate the cold start lever “�” (12) down-
wards.

�CAUTION
To avoid excessive consumption of the
battery, do not keep the start push but-
ton “�” pressed for more than fifteen
seconds.
If the engine does not start in this lapse
of time, wait ten seconds and press the
start push button “�” again.

� Press the start push button “�” (13)
without accelerating and release it as
soon as the engine starts.

�CAUTION
Avoid pressing the start push button
“�” (13) when the engine is running,
since you may damage the starter.

If the engine oil pressure warning light
“�” (2) remains on, or if it comes on
during the normal operation of the en-
gine, this means that the oil pressure in
the circuit is insufficient. In this case,
stop the engine immediately and con-
tact an ������� Official Dealer.

� Keep at least one brake lever pulled and
do not accelerate until you start.
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STARTING WITH COLD ENGINE
When the room temperature is low (about
0 °C / 32 °F), it may be difficult to start the
engine at the first attempt.

In this case: 
� Rotate the cold start lever “�” (12)

downwards.
� Insist for at least ten seconds with

pressed start push button “�” (13) and
at the same time rotate the throttle grip
(14) slightly.

If the engine starts.
� Release the start push button “�” (13)

and the throttle grip (14).
� Rotate the cold start lever “�” (12) up-

wards.
� If the idling is unstable, twist the throttle

grip (14) slightly and frequently.

If the engine does not start.
Wait a few seconds and repeat the cold
START PROCEDURE. 



ith released throttle grip (2) (Pos. A)
nd engine idling, pull the clutch lever (3)
ompletely.
ngage the first gear, by pressing the
hifting lever (4) downwards.
elease the brake lever (pulled on the
tarting).

�WARNING
 departure, the abrupt release of the
tch lever may cause the engine to
ll or the vehicle to jerk forwards.

ver accelerate abruptly or excessive-
when releasing the clutch lever, in or-
r to prevent the clutch from “slip-
g” (slow release) or the front wheel
m raising “rearing up” (quick re-
se).
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�WARNING
This vehicle is considerably powerful
and must be used gradually and with
the greatest care.

Do not position any object inside the
front part of the fairing (between the
handlebar and the dashboard), in order
not to hinder the rotation of the handle-
bar and visibility toward the dashboard.

NOTE Before departure, carefully read
the “SAFE DRIVE” chapter, see p. 5
(SAFE DRIVE).

�CAUTION
If the low fuel warning light “” (1) posi-
tioned on the dashboard comes on
while the vehicle is running, this means
that 4.5±1 l of fuel are still available in
the tank.
Provide for topping up as soon as pos-
sible, see p. 30 (FUEL).

�WARNING
If you drive without passenger, make
sure that the passenger footrests are
folded.
While riding, keep your hands on the
grips and your feet on the footrests.

NEVER RIDE IN ANY POSITION OTHER
THAN THOSE INDICATED.

�WARNING
If you drive with a passenger, instruct
him/her so that he/she does not create
problems during manouvres.

Before leaving, make sure that the
stand/stands is/are completely up.

To leave: 
� Adjust the inclination of the rear-view

mirrors correctly.

�CAUTION
With the vehicle at rest, try to get ac-
quainted with the use of the rear-view
mirrors. The reflecting surface is con-
vex, therefore the objects seem to be
farther away than they actually are.
These mirrors offer a “wide-angle” view
and only experience will allow you to
evaluate the distance of the following
vehicles correctly.

� W
a
c

� E
s

� R
s

On
clu
sta

Ne
ly 
de
pin
fro
lea



47use and maintenance SL mille

The downshifting should be carried out
in the following situations:
� When riding downhill or when braking, in

order to increase the braking action by
using the compression of the engine.

� When riding uphill, if the gear engaged is
not suitable to the speed (high gear,
moderate speed) and the engine rpm de-
creases.

�CAUTION
Shift the gears one by one; the simulta-
neous downshifting of more than one
gear may make you exceed the maxi-
mum rpm (red line). Before and during
the downshifting, release the throttle
grip and decelerate, in order to avoid
the “red line”.

To shift down, proceed as follows:
� Release the throttle grip (2) (Pos. A).
� If necessary, pull the brake levers mod-

erately and decrease the speed of the
vehicle.

� Pull the clutch lever (3) and lower the
shifting lever (4) to shift down.

� If the brake levers are pulled, release
them.

� Release the clutch lever and accelerate
moderately.
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� Slowly release the clutch lever (3) and at
the same time accelerate by rotating the
throttle grip moderately (2) (Pos. B).

The vehicle will start moving.
� Ride at reduced speed for the first miles,

in order to warm the engine up.

�CAUTION
Never exceed the recommended rpm,
see p. 49 (RUNNING-IN).

� Increase the speed by gradually rotating
the throttle grip (2) (Pos. B), without ex-
ceeding the recommended rpm, see p.
49 (RUNNING-IN).

To engage the second gear:

�CAUTION
Proceed quickly.
Never ride the vehicle at too low rpm.

� Release the throttle grip (2) (Pos. A),
pull the clutch lever (3) and lift the shift-
ing lever (4). Release the clutch lever (3)
and accelerate.

� Repeat the last two operations and shift
up.

�CAUTION
If the engine oil pressure warning light
LED “�” (5) comes on during the nor-
mal operation of the engine, this means
that the engine oil pressure in the cir-
cuit is insufficient. In this case, stop the
engine immediately and contact an
������� Official Dealer.



�WARNING
en visibility is insufficient, switch on
 low beam even during the day, in or-

r to make your vehicle more visible.
case of wet ground or scarce wheel
p (snow, ice, mud, etc.), drive slowly,
oiding sudden brakings or manoeu-
s that could make you lose grip and

l down.

y the utmost attention to any obsta-
 or variation of the ground. Uneven

ads, rails, manhole covers, indica-
ns painted on the road surface, build-
 site metal plates become rather slip-

ry by rain. For this reason all these
stacles have to be carefully avoided,
ving smoothly and leaning the vehi-
 as little as possible. 

ays use the turn indicators in time
en you intend to change lane or di-
tion, avoiding sharp and dangerous
vements.
itch off the direction indicators as

on as you have changed direction.

 extremely careful when you overtake
er vehicles or are overtaken.

case of rain, the water cloud created
 big vehicles reduces visibility; the
 shift may make you lose control of
 vehicle.
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�CAUTION
If the writing “���” appears on the
right side of the multifunction display,
stop the vehicle and let the engine run
at 3000 rpm for approximately two min-
utes, thus allowing the coolant to circu-
late regularly in the system; then press
the engine stop switch to position “�”
and check the coolant level, see p. 36
(COOLANT). 

If the writing “���” is still displayed
af ter  the coolant  level  has  been
checked, contact an ������� Official
Dealer.
Do not turn the ignition switch to posi-
tion “�”, since the cooling fans would
stop independently of the coolant tem-
perature and in this case the tempera-
ture would increase further.

If the writing “���” appears, on the left
display (multifunction) during the nor-
mal operation of the engine, this means
that the electronic unit has detected an
anomaly. In many cases, the engine
keeps running with reduced perform-
ance levels; immediately contact an
������� Official Dealer.

�WARNING
Avoid opening and closing the throttle
grip repeatedly and continuously, so
that you do not accidentally lose control
of the vehicle.
If you have to brake, close the throttle
and put on both brakes in order to ob-
tain uniform deceleration, properly ex-
erting pressure on the braking parts.

By putting on the front brake only or the
rear brake only, you reduce the braking
force considerably, thus running the
risk of locking one wheel and conse-
quently losing grip.
If you stop uphill, decelerate completely
and use the brakes only to keep the ve-
hicle steady.
The use of the engine to keep the vehi-
cle steady may cause the overheating of
the clutch.

Before beginning to turn, slow down or
brake driving at moderate and constant
speed or accelerating slightly; avoid
braking at the last moment: it would be
very easy to skid.

If the brakes are operated continuously
on downhill stretches, the friction sur-
faces may overheat, thus reducing the
braking efficiency.
Exploit the engine compression and
shift down by putting on both brakes in-
termittently.
Never drive downhill with the engine
off!
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�WARNING
If possible, avoid stopping abruptly,
slowing down suddenly and braking at
the last moment.

� Release the throttle grip (1) (Pos. A),
gradually put on the brakes and at the
same time shift down in order to de-
crease the speed, see p. 46 (DEPAR-
TURE AND DRIVE).

Once the speed has decreased, before
stopping the vehicle:
� Pull the clutch lever (2) in order to pre-

vent the stopping of the engine.
When the vehicle has come to rest:
� Position the shifting lever in neutral

(green warning light “�” on).
� Release the clutch lever (2).
� In case of a brief stop, keep at least one

brake on.
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The running-in of the engine is important to
ensure its correct functioning.
If possible, drive on hilly roads and/or
roads with many bends, so that the engine,
the suspensions and the brakes undergo a
more effective running-in. 
During running-in, change speed. In this
way the components are first “loaded” and
then “relieved” and the engine parts can
thus cool down. 
Even if it is important to stress the engine
components during running-in, take care
not to exceed.

NOTE Only after the first 1500 km (937
mi) of running-in you can expect the best
performance levels from the vehicle.

Keep to the following indications:

� Do not open the throttle completely if the
speed is low, both during and after the
running-in.

� During the first 100 km (62 mi) put on the
brakes with caution, avoiding sharp and
prolonged brakings. 
This ensures a correct bedding-in of the
pads on the brake disc.

� During the first 1000 km (625 mi) never
exceed 6000 rpm.

�WARNING
After the first 1000 km (625 mi), have an
������� Official Dealer carry out the
checks indicated in the column “After
running-in” of the regular service inter-
vals chart, see p. 52 - 53 (REGULAR
SERVICE INTERVALS CHART), in order
to avoid hurting yourself or other peo-
ple and/or damaging the vehicle.

� Between the first 1000 (625 mi) and 1500
km (937 mi) drive more briskly, change
speed and use the maximum accelera-
tion only for a few seconds, in order to
ensure better coupling of the compo-
nents; never exceed 7500 rpm (see ta-
ble).

� After the first 1500 km (937 mi) you can
expect better performance from the en-
gine, however, without exceeding the
maximum allowed  rpm (10500 rpm).

Engine maximum rpm 
recommended

Mileage km (mi) rpm

0-1000 (0-625) 6000

1000-1500 (625-937) 7500

over 1500 (937) 10500
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VER leave the ignition key inserted and
ays use the steering lock.
rk the vehicle in a safe place, possibly in
arage or a protected place.

en possible, use an additional anti-theft
vice.
ke sure that all documents are in order

d the road tax has been paid.
ite down your personal data and tele-
one number in this page, to facilitate the
ntification of the owner in case of finding
er theft.

RNAME: ...............................................

ME: .......................................................

DRESS: ................................................

...............................................................

LEPHONE NO.: ....................................

TE Very often stolen vehicles are
ntified thanks to the data written in the
/maintenance manual.

Ing-01.fm  Page 50  Friday, December 17, 1999  11:14 AM
50 use and maintenance SL mille

�������

�WARNING
Park the vehicle on firm and flat ground,
to prevent it from falling down.
Neither lean the vehicle against walls,
nor lay it on the ground.
Make sure that the vehicle and especial-
ly its red-hot parts do not represent a
danger for persons and children. Do not
leave the vehicle unattended when the
engine is on or the key is inserted into
the ignition switch.
Do not sit on the vehicle when the stand
is down.

Do not get too near the cooling fans
even if they are still, since they may
start moving and suck clothes edges,
hair, etc.
� Stop the vehicle, see p. 49 (STOPPING).
� Move the engine stop switch (1) to posi-

tion “�”.

� Rotate the key (2) and move the ignition
switch (3) to position “�”.

� Position the vehicle on the side stand on
firm and level ground.

� Lock the steering, see p. 26 (STEERING
LOCK) and extract the key (2).

POSITIONING THE VEHICLE ON THE
SIDE STAND
� Grasp the left grip (4) and rest your right

hand on the passenger seat (5).
� Press the side stand with your right foot

and extend it completely (6).
� Incline the vehicle until the stand rests

on the ground.
� Steer the handlebar completely left-

wards.

�WARNING
Make sure that the vehicle is stable.
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�WARNING
Risk of fire.
Keep fuel and other flammable sub-
stances away from the electrical com-
ponents.

Before beginning any maintenance op-
eration or any inspection of the vehicle,
stop the engine, extract the key from
the ignition block, wait until the engine
and the exhaust system have cooled
down and if possible lift the vehicle by
means of the proper equipment, on firm
and flat ground. 

Before proceeding, make sure that the
room in which you are working is prop-
erly ventilated. 

Keep away from the red-hot parts of the
engine and of the exhaust system, in or-
der to avoid burns.
The vehicle is made up of not edible
parts. Never bite, suck, chew or swallow
any part of the vehicle for any reason.

�CAUTION
If not expressly indicated otherwise, for
the reassembly of the units repeat the
disassembly operations in reverse or-
der.

In case any maintenance operation has
to be carried out, it is advisable to use
latex gloves.

Routine maintenance operations can usu-
ally be carried out by the user, but some-
times the use of specific tools and specific
technical skills may be required.
In case periodic maintenance operations,
assistance or technical advice are needed,
contact an aprilia Official Dealer, who will
ensure you prompt and accurate servicing.
Ask your aprilia Official Dealer to test the
vehicle on the road after a repair or period-
ic maintenance operation.
In any case, personally carry out the “Pre-
liminary checking operations” after any
maintenance operation, see p. 42 (PRE-
LIMINARY CHECKING OPERATIONS).

�CAUTION
After the first 1000 km (625 mi) and suc-
cessively every 7500 km (4687 mi), the
writing “SERVICE” (1) appears on the
right display.
In this case, perform the operations pre-
scribed in the regular service intervals
chart; in case of use on racetracks, car-
ry out these operations more frequent-
ly, see p. 52 - 53 (REGULAR SERVICE
INTERVALS CHART).
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