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Check the chain wear label when
adjusting the chain. If the red zone {6 ) on
the label aligns with the arrow mark (7)
on the chain adjuster plates after the
chain has been adjusted to ‘the proper
slack, the chain is excessively worn and
must be replaced. The proper slack s
15—25mm (3/8—1in)

CAUTION:

* Damage to the bollom part of the
frame mayv be caused by excessive
drive chain slack of more than:

S50mm (2 in)

Lubrication and cleaning:

Lubricate every 800 miles (1,000 km) or
soonet if chain appears dry.

The O-rings in this chain can be damaged
by steam cleaning, high pressure washers,
and certain solvents. Clean the chain with
high flazh-point solvent, such as kerosene.
Wipe dry and lubricate only with SAE 80
or % gear oil. Commercial chain
lubricants may contain solvents which
could damage the rubber O-rings.

Chain Replacement: See (page 3 ).
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WHEEL REMOVAL
(Refer to the maintenance precautions on

‘page DB ).

NOTE:

* The california model of this motorcycle
i5 equipped with a side stand only,
Therefore, if front or rear wheel
removal is required it will he necessary
to raise the center of the motorcvele
with a jack or other firm support, If
none is available, see vour authorized
Honda dealer for this service.

(1) Axle pinch halts

(2) Axle bolt

Front Wheel Removal

BT Rais;: the front whesl off the ground by
placing a support block under the
Engine.

2. Loosen the right and left axle pinch
Bolts (1 }and remove the axle bolt (2 ).
Eemove the front axle (3 ) and wheel.
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