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1. Wash all of the component parts in kerosene anl reassemble the parta in the reverse

acder of disazzembly.

1 Exhaust valve
! loler wales

@ IN=1m= [ ring
&y Exhamst walve guide
e Iale? walen H'ﬂilll'.

Hute:

1 Valvg avim aeal
13 Taree walve spring
i Cutee velvs apring

Compenont parts af che cxlinder head
) Valve spocg coter eeat

& Retainee
alva apeing T el iH Cetiar

it Valve rocker atm

When Inatalling the salvea, apply o lideral amount of oil on-the valve wbem,
2. Install the crlinder head in eccordance with section 3. C
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@ Valre rocker acm abeft
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The cil pump iz 2 traclnid [Camabalt bearing]

ype doven br the pri-
mary zhaft. Screen and
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A, Teagsembly
Jil Pamp

1, Drain the engine oil in aceerdance with
goction 2. A

2, Remove the starting motor cver and
the laft crankeaze cover.

3. Unzcrew the 4 mm bolt and remaove the
pressure switch wiring.,  Mext remove
throee B mm screws, aul the il pump.

Flg. ¥ (71 4 mm bolt

3 Gm III:I-\.I.'II.' i

4. Remove the cap and dimsepmble e ve
Iel walve and speing.

(il Bcreen Filter

1. Drain the cogine @] in acvordanee with
seclion 2, A.

2. Unzcrew ten & mm Txalls froan the oil pan.
Remaove the cil pan, and the oil screen
filter con b remavedd.
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TFig. 101 1) Til poomen Olier
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| il IMilter

1, Drain the enging cil in accoerdance with
saction 2. A.

8, Unscrow the cencer balt to remove the
ail filier,

B. Ingpeetion

L. Meazurc the clearanee betwoeon the inner
and enter rotars

; ez a feeler gavge o mcasome the

rara clemmnee between the rolom. I Lhe
clearance beyonds the serviccable limit,
replace the pumg.

Z. Measurc the elcarance botwnoen the outer
rator and the pomp bodw,
LIsa a feeler pauge 1n measure the
clearanee betwesn the outer rotor and the
pump body. I dle clearance beyunds
the serviceable hmit, meplace the pomp.
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Fig. M2 (1) Feeler gruge {51 Ouper rotor
(L Inaer rotor
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Fig. I8t (0 Feeler guoge 5 Crarer cotar
0 Pump Ecdy

S [nspect the operatica of the nelief velve.
Maks surc chat the eclicf valve is ant
stuck tn the pump bods.  Alsa check
for any foreign olijpcts which mar be
Iedped bBotweoen the walva and szat.

A Inspect the scesen filiee
“Wash and inzpect the ecreen flter.  He.
place the Mlter il darnaped,

Fig. 1d (T: Helief valve smat
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. Repazsembly

1.

il Fllter |

Ingzert the ail Lltee center bolt theough
the oil Alter cass and assemble the sprang,
sprng st aml element.  Screw the
center balt inte che engine,

Ol Soreen Filtar

1.

2

Blonnt the sereen filter on the lowcr

crankeass,
®ount the il pan on the engine with
ten Grmm bolts

| il Purnge |

1

Install the 47 mm O-mmg on

Insert the drive pump shelt inte the ol
pump |:H:n'|.:|.' and metall the drave ]‘Elil] trila
tha zhaft.

Alipn the guter anld ianer rotor ponch
mztks and inztall into the pump body
ithe surfaces with the punch marks may
be act to the pump bodr sde or the
pump cover side).

the il
putop body and imstall the oil pump
cover wilh thres § mm sorews

Inatall the relief valve end spring into
the nil pump bady, and install the cap.
Install the two Ckring collers, two 14
mm 2-rengs and 3 47 mm Q-ring inta the
oil pumtip bedy and then install the oil
pump on the crankense with thres 6 mm
soEEAE

Coanect the pressurs switch wires.
Trstall the laft eranbeaze writh four G men
gcrews, and the pear chanpe pedal
Install the starting: motor gover.

Ay
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Flz. 106

i1 Ol Bl exmer Belo

% Filter clemenc set

2] G LSmm (ering spoing
-:’5 Nl Gy a0 W Uil fleer spring =eat
ol Bl 3 Fman t:l-rll'li._: l:?:l Ol filier elemeont
0
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Fig. 11T (D 4T em O-ring
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'P"' 8, CLUTCH
T3 e - — A. Dizaszembly

L. Dirain the eogione ol in arcnnlance writh
seclion 2, A,

4. Eemeowve the kics starier pedal,

3 Ulisorew len Bremn ccvews and romove
Lkea cluteh ecover.

4, Unserew thee [ear cluteh pressure plate
meounting bolts, and remowve the clowch
presuce plate and four cluteh springs

k - e el S

TFig. L4 .\i Melie .\é Cluieh i s i _|'||i||": .

B, Remeowve the cluwh [fter joint pleca.

B. Hernovelhe 25mim eaap ricg, shims (zome
cngioe mar ot have shims installet, amd
the cluteh azombly fron the mein sheft.

o Fig. 110 (T 25 om snap ring
z 2 Clukch aseembly

T

7. Dhaazzcinble the clutch dis=, cluich platc
and clutch cente= from the chatch e,

5. Bemowve the lefr crankensc cover.

0. [Mseevnect the clutch eable froon ke
clutch lifter,

19, nserew the clisich adjusser Jock balt and
rermove the cluseh adjuster from che ledt
crankoass rover.

s _galal

Tig. 111 I Clekch adjusicr

11. Tl omz the cletch hifter Tod,

!
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Inepection

Weasuce tha thickness of the {ziction dsc.,
Meazvee the thickness with a vermes
E‘-EI]:i]:rE]’ anul :|'|-e|'|[ﬁ£l?: if E:q::.ﬂ:-nd'il‘llj sarvioe-
able limit

Cheack the clutch plate for warp,

Place the ¢letch plate om the surfzce
plate and mcesure the amoont of warp
veing o leeler gavge. I the warp be-
yands the serviceale limil, replace the
clutch plate, '

Measure the clutch spmng.

Lleasure the free length of (ke cluteh
spring with a vermier caliper and replace
if beyond the serviceable limie,

Inzpres the rivels mounting the olwish
cuter ta the driven gear for leseness,
and replace the clulech ouler i any of
riwets ars looze.

C. Heasaembly

1.

Szzemble the clotch lifter od inte the
wain zhaft zo thas the spherical cnd is
towerd the right sala.

Apply geeaee to the cluwh liller and
azzemble it o the left craokease cover
lngethe: with the adjuster, Tighien the
lock bole amd reroeinect the clutch cabla
Lee ihe eleteh Lifter

Install the slutch Lfee cod, sot dhe siesl
ball intg the clutch lifter, and mount
the [eft crankease cover with four Gmm
ECTEW 5,
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Flg. 115 [ Ddiven gesr 5 Hivets
gy Clutck oufer
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Fig- 118 0 Joict piese i ¥R oo soep ring
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4.

A

Tostall the clurch cooer to the mainshafe
and then, install the cloh center.

Apply enprine ol on the fricton dises
(T pea) and aszemhle them on the clotch
center elternately with the elulch plates
e pes), and then, assemble into the
cluteh outar. '
Mule:

Yhen azsembling the frickion discs,
assemble them an the clutell eenter so

that the ol Ereoves ace Cucing ns per
Fir. 115.

Alter ossembling the feietion lisss and
cleech plates, set them with the znap
ring. Placc a dial ganye againes the cnd
ab the eluwch assembly o check fnr
locerneza, IE the mequored  walue of
lzemess is greater than 000 mm (0004
il'l,:ll. jJ’.B_lE“. A shirm o the tnside cfotheo
erum mng. Shims ace availalle in the
thicknesa of 0,1, 4.0 and 0.5 ooun. #

Insert the chech lifter joint pioce jaw
the mainshaft cod iz the clieteh jilaee
with fovr pes each of the coteh epring,
wazhar and Bmm zorow
lrztall the clutch cover.

L
e,
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7. GEAR SHIFT MECHANIEM

Drisasaemhbly

Dizazzcmble the clutzh in accosdance with
the sectica 8. A,

Ramave the gear change pedal.
Remonre the grar shife arm whils holding
the pwar shall arme deesn,

Hemawe the slalt deum scaper et amld
shift drumn neotral stopper bolt, and chen,
remose the shile dewes stopper and shift
cTuen 1'.|—.1_11.'r.'|1 R I[IET,

IMnecrew the Gmm screw and then,
rercore 1the il _|_r|'|,:||-d|-'_. plake amd lesmnge
sor plate.

Upzcrew the 0w ecrew and cam plate.
1Mizassemble the vpper and Jower cranks
czar znd disasacmble the  craszusission
mears in ewcordance with the section 2 A,
Remowe The oeatral stopger switch from
the geae shife dewm.

Eemove the shilt drnn poide sorewr from
the vpper crankeaze and then remeve
the pmide serew callar.

Rersore the goicde pin chip and gaide pin
aad pull out the gear shift drum from

- tha cranzeaze.
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Fig- 122 0 Bhilt demo stepper
2 Skiz* érum etoppes balt
15 Ehiflt drem neatral stopper

& BRI i nearenl ataper Bell

a5 Bearivpe w=t plave

¥ Eom ecTEw

Ol guide plate

k1 Caon plals
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